
SEC-N16 FH7

Recording Resolution  1080P

Video compression   H.264,  H.264+, H.265

Analog video input  16 Channel, (1080P)

IP video input  2 Channel, (2mp)

Audio compression  G.711u

Audio input  1 Channel,(RAC)

Audio Output  1 Channel,(RAC)

HDMI Output  1@ up to 1920*1080P

VGA Output  1@ up to 1920*1080P

Synchronous Playback 04/08/16 Channel@1080P

Dual Stream  Yes 

SATA Hard Disk Interface  1 SATA

Ethernet Network Interface  1, RJ45 10/100M (Self adaptive)

USB  2*USP 2.0

Power Supply  12V DC

Power Consumption    ≤ 20 W

Operating Humidity  10-90%

Dimensions  315mm×245mm×45mm
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Ÿ Support 1080P Camera Inputs

Ÿ 1920(H)X1080(V) Pixels Recording Resolution

Ÿ 16 Channel playback@1080P

Ÿ Supports H.264, H.264+ and H.265 Compression 

Ÿ Supported Dual Stream

Ÿ 2 IP Camera Inputs up to 2mp

Ÿ HDMI & VGA Video Output Interface on 
1920X1080P Resolution

Ÿ One SATA Interface up to 6TB

Ÿ 2* USB2.0

TECHNICAL SPECIFICATIONS

FEATURES


